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NTC / PTC / PT 1000 TEMPERATURE PROBES

S6.SH Heating applications, inox steel cap “dimension @6x40mm” PTC Silicone-1,5/2,0m -50+150°C M‘
-58+302°F
SC5.5 Probe fixed with threaded male, inox steel cap “dimension @6x80mm” NTC/PTC PVC-2,0m -30+80°C #
-22+176°F
NS6 General purpose, resinated, IP67, inox steel cap “dimension @6x30mm” NTC PVC-1,5/3,0m -30+80°C
-22+176°F ——
NG6 General purpose, over-molded, IP67, thermoplastic cap “dimension @6x15mm” NTC Thermoplastic 1,5/3,0m -40+110°C
-40+230°F _/
NG6K General purpose, over-molded, IP68, Hot Key connector, thermoplastic cap NTC Thermoplastic 1,5m -40+110°C
“dimension @6x15mm” -40+230°F V
NY6P Thermoplastic, IP68, inox steel cap “dimension @6x50mm” NTC Thermoplastic 1,5/3,0m -40+110°C #"
-40+230°F el
NT6-67 | Pipemountfitting “@4+@30mm in diameter”, IP67, over-molded, thermoplastic sensor NTC Thermoplastic 1,5m -40+110°C
-40+230°F
PMG5P | Thermoplastic wire, IP68, cap dimension @5x20mm PT 1000 Thermoplastic 1,5+3,0m -50+110°C
-58+230°F
NGPOP | Product Temperature Thermoplastic Probe, Ip68, 100x100mm NTC Thermoplastic 1,5+3,0m -50+110°C
-58+230°F
PMGPOP| Product Temperature PT1000 sensor, thermoplastic, IP68, 700x100mm PT 1000 Thermoplastic—5m -50+120°C
-58-+248°C
NPC10PS| insertsensor, plastic handle, inox steel cap “dimension @3,5x100mm” NTC Silicone -3m -30+80°C
-86+176°F
PT6 General purpose, 3 wires, inox steel cap “dimension @6x100mm” PT100 PVC-2m -30+105°C

-22+221°F
PT6.F Protected, 3 wires, inox steel cap “dimension @6x100mm” PT 100 Vetrotex - 2m -60+350°C
-76+662°F
T6 General purpose, protected, Fe-CO, cap “dimension @6x100mm”, “"TC -30+350°C
2,0/3,0m vetrotex cable -22+662°F
TK6 General purpose, protected, Cr-Al, cap “dimension @6x100mm”, “K"TC 0+350°C
2,0/3,0m vetrotex cable 32+662°F

HUMIDITY PROBES

e —
————

XH10P 9-+18Vac - 19+35Vdc +5% 4-20mA 0-+60°C (32+140°F) 30+90% R.H.
15--35Vdc +5% 0-+-10Vdc 0-+60°C (32+140°F) 30+90% R.H. -

XH20P 9-+18Vac - 19--35Vdc +3% 4+20mA 0+70°C (32+158°F) 0+99% R.H.
15-+35Vdc +3% 0+10Vdc 0+70°C (32+158°F) 0+99% R.H.

PRESSURE PROBES PRESSURE TRANSDUCERS

PPO7 2 wires transducer with 4+20mA output and measurement range —0,5 = 7bar, supply 8-28Vdc, IP65
PP11 2 wires transducer with 4+20mA outputand measurement range 0,5+ 11bar, supply 8-28Vdc, IP65
PP30 2 wires transducer with 4--20mA output and measurement range 0--30bar, supply 8-28Vdc, IP65
PP30FE 2 wires transducer with 4--20mA output, female fitting and measurement range 0--30bar, supply 8-28Vdc, IP65

RATIOMETRIC PRESSURE TRANSDUCERS

PPR15 3 wires ratiometric transducer with 0+5V outputand measurement range 0+ 15bar, Supply 4.5-5.5Vdc, IP65
PPR30 3 wires ratiometric transducer with 0+ 5V outputand measurement range 0+ 35bar, Supply 4.5-5.5Vdc, IP65
PROGRAMMING KEYS
HOTKEY Key for a quick and easy Dixell’s controllers programming. Dimensions 0,8x16x46mm
HOTKEY 64 Key for a quick and easy XC200L controllers programming. Dimensions 0,8x16x46mm
VISOKEY Key for a quick and easy VISOGRAPH display programming. Dimensions 0,8x16x46mm
PROGRAMMING TOOL
WIZMATE Programming kit made up of CD and DIN Rail module (PROG-TOOL) with connections for Hot Key and RS485 for Dixell instruments; it allows - ﬂ
PROG-TOOLKIT the user to connect controllers to a PC running Windows 2000/XP OS. The Kit includes: the CAB/PTK2 wire for DIN module instrument] -
connection, the CAB/PTK485 wire for DIN module RS485 (built-in) instrument connection, the CAB/SW9-9 wire for PC connections. a fD"
SERIAL INTERFACE
XJ485CX The XJ485CX serial interface converts the TTL outputinto a RS485 signal that can be used to connect the controller to the controllingand i .
supervising system. Dimensions: 1,6x16x46mm. Multipolar connector included, 0,2m -
ADAPTERS
C-BOX Wall adapter for Cand CX format controllers, IP55, dimensions: 108x108x90mm '_. _ri
C-BOX2 Wall adapter for Cand CX format controllers, IP55, dimensions: 170x105x82mm
TRANSFORMERS
TF3 The TF3 3VA model is available in the following versions: 230/12Vac, 110/12Vacand 24/12Vac.
TF5 The TF5 5VA model is available in the following versions: 230/12Vac, 110/12Vac and 24/12Vac.
TF10 The TF10 T0VA model is available in the following versions: 230/12Vac, 110/12Vacand 24/12Vac.
TF10D The TF10D (DIN Rail mounting) T0VA model is available in the following versions: 230/24Vac and 110/24Vac. 2 DIN Rail format.
TF20D The TF20D (DIN Rail mounting) 20VA model is available in the following versions: 230/24Vac and 110/24Vac. 2 DIN Rail format.
TF40D The TF40D (DIN Rail mounting) 40VA model is available in the following versions: 230/24Vac and 110/24Vac. 4 DIN Rail format

www.kahancontrols.com




	Page 20

