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Sensors & Transmitters

TEMPERATURE SENSOR

NG6 NS6 NT6-67 NY6P NPC10PS KCTS-01A01D KCTS-01D02D

 Sensor NTC NTC NTC NTC NTC NTC NTC

 Working Range  -40°C to 110°C  -30°C to 80°C  -40°C to 110°C  -40°C to 110°C  -30°C to 80°C  -50⁰C to 105⁰C  -50⁰C to 105⁰C

 output Signal  -  -  -  -  -  -  -

 Protec�on class IP67 IP67 IP67 IP68  -  -  -

 Cable Length 1.5m/3m/6m 1.5m/3m 1.5m/3m/6m 1.5m/3m/6m 3m 1.5m 1.5m

TEMPERATURE SENSOR

S6.SH PMG5P KCTS-02B06D XH10P XH20P EVHTP523 EVHTP520

 Sensor PTC PT1000 PT100 Humidity Humidity Temp + RH Temp + RH

 Working Range  -50°C to 150°C  -50°C to 110°C  -50°C to 100°C 30-90%RH 0-99%RH Temp: -10 -70°C Temp: -10 - 70°c 

       RH: 5 to 95% RH RH:  5 to 95% RH

 output Signal - - - 4-20mA  4-20mA 4-20mA proprietary

  Protec�on class - IP68  - IP65 IP65  IP65 Ip65

 Cable Length 2m/3m 1.5m/3m 1.5m  -  -  -  -

COMBINED T + RH SensorHUMIDITY SENSOR

PRESSURE SENSOR

PPC11S PPC30S PRS30 PRS46 2HMP6-83

 Sensor Pressure  Pressure Pressure  Pressure Pressure

 Pressure Range .-0.5 to11Bar   0 to 30Bar 0 to 30Bar  0-46 Bar  -1 to 12bar

 Power Supply  6 to 32 VDC   5.0 ± 0.5 VDC  4.5 VDC - 5.5 VDC

 Output Signal Ra�ometric  4-20mA   0.5-4.5V DC   0.5VDC - 4.5VDC typical

 Protec�on class  IP67   IP67  IP67

 Cable Length  2m/4m/6m/8m   1.5m/5m  1.5m/5m

CO2 SENSOR

KC-CO2-10000-IP65 KC-CO2-20000-IP65

 Sensor CO2 CO2

 Measuring Range 0-1000PPM 0-2000PPM

 Power Supply 24V AC/DC 24V AC/DC

 Output Signal  4-20mA 0-10V/4-20mA

 Protec�on class IP65 IP65

COMPLETE COLD ROOM MANAGEMENT EPoCA 


